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10TEN 
COMBINATION LOCK 

QUALITY  
PS strives to provide customers with high-quality products. Excellent customer service 

as well as fast lead times and excellent customer service. 

We furthered that commitment when PS GmbH became ISO 9001:2008 certified on 

Sept. 15th, 2015. 

With our ISO certified quality management, PS will continue to do our very best, every 

day, to ensure you are confident in our services and get exactly what you need. 

Congratulations on your purchase of a PS lock. PS 

locks are developed, designed and produced in Austria 

by PS GmbH.  

PS locks are easy to install, simple to program and 

useful in many indoor applications.  

Since 1986, PS GmbH has been recognised as a relia-

ble supplier and wholesaler of furniture components.  

With a brand new owned building, the whole produc-

tion and development moved back to Austria in the     

year 2012. 

ABOUT PS GMBH 
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10Ten – general instructions 

 Battery alert: 

The keypad check the battery power during the opening process. In case of a low battery the lock will stay open and the red 

LED lights for 60 seconds. After a replacement the last code is still active. 

 Screws -  or “public” an “private” locks 

The attached screws are destined for 19 mm wood panels. For any other dimension, please calculate the length of the screw 

with: Thickness of the panel + 24 mm 

10Ten „private” – instructions (The default code setting is: 1234) 

 Open: 

Insert the code and press    . The lock opens now and closes again after 3 seconds. 

 Red LED lights: 

In case of a red LED flash by setting the code, it is supposed that one digit has been pressed twice.  

After the red flash, the 4 digit code can be stetted completely again. 

 Change the code: (for example from 1234 to 9999): 

          1234         9999          9999 

The green LED will light for 2 seconds. 

10Ten „public”– instructions 

 How to lock: 

Choose any open locker, close the door until the locking device is inside the lock, insert your 4-digtit code and press     .       

The lock will close now. When you close the door, the door would be locked. 

 Open a lock: 

Enter the same code again and the lock will open. 

 Red LED lights: 

In case of a red LED flash by setting the code, it is supposed that one digit has been pressed twice. After the red flash, the      

4 digit code can be stetted completely again. 

 Master code: (default 000000): 

To open the lock and reset the used code please press    for 2-3 seconds until the green LED flashes. Enter now 000000 and 

the lock will open and is available for a new code. 

 Change the master codes: (for example from 000000 to 123456): 

The lock has to be unlocked and the locking device has to be in the lock (door closed). Press      000000       123456       123456 

Two green LED signals will confirm the successful change of the code. 

 Wrong trial: 

After three failed trials the lock will go into a standby mode for 60 seconds. 



Installation with the latch 3071 

Equipped with a mounting bracket and a spring, this latch 

gives a maximum comfort during assembly based on the 3D 

adjustable fixing. 

The mounting tolerances are within 

6 mm, and the spring is used as a 

pusher for a door. 

3068z - Sliding doors 

This black metal locking device has a predetermined breaking 

point of 35 kg. The flexible pin allows a tolerance of +/-3 mm. 

3070 - mini locking device for electronic locks 

Features: 

 Small measurements and nice design 

 Easy to install 

 Screw provided 

 No predetermined breaking point 

 Tolerance +/- 1.0 mm. 

 12.5 mm diameter 

Installation with the latch 3069 

This locking device is made of ZAMAK, a robust zinc aluminium 

alloy and the predetermined breaking point is 35 kg. 

The integrated pusher will automatically open light drawers 

and cabinet doors. The flexible pin allows a tolerance of           

+/- 1 mm.  
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Forgot the code: 

 Public mode: 

Please use the master code. The lock will 

open again and a new user can use his new 

code. 

 Private mode: 

With a flat long iron part, you can break up 

the cabinet. Please do not use a screwdriver 

because then the cabinet will get damaged. 

The locking device will break with a force of 

35 kg. After that, please replace the whole 

unit. 

Tighten with care and man-

ually. Please avoid using any 

strong electrical power.  

Fixing the locks 

All waste electrical and elec-

tronic equipment must be collect-

ed separately from general rubbish 

to be reused or recycled. 

Disposal 

Constant red light and the lock is open: 

 The low battery alert is active. Please 

change the battery. The codes will not 

change when you replace the battery. 

 

 

The lock does not make any noise (public 

mode): 

 Please be aware that in the public mode, 

the door must be closed before the keypad 

works. 

 If you enter the wrong code 3 times, the lock 

will start with a delay of 60 seconds. Please 

try again after this 60 seconds or use the 

master code. 

TROUBLESHOOTING 

SECURITY ADVICE 


